TENNESSEE 355

NASHVILLE INTL (BNA) 5SE UTC-6(—5DT) N36°07.47' W86°40.69’ ST LOUIS
599 B S4 FUEL 100LL, JETA 0X2,4 LRA Class |, ARFF Index C H-6K, 9A, L-16)
NOTAM FILE BNA 1P, AD
RWY 13-31: H11030X150 (ASPH-CONC) ~ S-75, D-175, 2D-250

HIRL
RWY 13: REIL. VASI(V6L)—Upper GA 3.25° TCH 113.6’. Lower GA
2.75°TCH 43.5’. Thid dsplcd 801’. Trees.  0.7% up.
RWY 31: REIL. Thid dsplcd 741'. Tree.
RWY 02C-20C: H8001X150 (CONC-GRVD)  S-75, D-209, 25-175,
2D-350 HIRL
RWY 02C: MALSR.  0.5% up.
RWY 20C: REIL. PAPI(P4L)—GA 3.0° TCH 77.  0.4% up.
RWY 02R-20L: H8000X150 (CONC-GRVD)  S-75, D-209, 2D-350
HIRL CL
RWY 02R: ALSF2. TDZL. PAPI(P4R)—GA 3.0° TCH 55'. 0.7% down.
RWY 20L: MALSR.  0.5% up.
RWY 02L-20R: H7703X150 (CONC-GRVD) ~ S$-100, D-200, 2D-390
HIRL CL 0.6% up S
RWY 02L: ALSF2. TDZL.
RWY 20R: MALSF. PAPI(P4R)—GA 3.0° TCH 77'.
RUNWAY DECLARED DISTANCE INFORMATION
RWY 02L: TORA-7702 TODA-7702 ASDA-7702 LDA-7702
RWY 02C: TORA-8000 TODA-8000 ASDA-8000 LDA-8000
RWY 02R: TORA-8000 TODA-8000 ASDA-8000  LDA-8000
RWY 13: TORA-10288 TODA-11029 ASDA-10288 LDA-9487
RWY 20L: TORA-8000 TODA-8000 ASDA-8000 LDA-8000
RWY 20C: TORA-8000 TODA-8000 ASDA-8000 LDA-8000
RWY 20R: TORA-7702 TODA-7702 ASDA-7702 LDA-7702
RWY 31: TORA-10228 TODA-11029 ASDA-10228 LDA-9487
AIRPORT REMARKS: Attended continuously. Bird activity on and invof arpt. Do not confuse 150 ft wide Twy S for Rwy
20C. Lgtd jet blast fence 598’ MSL located 1100’ SE of Rwy 31 thld. Lgtd jet blast fence 568 ft MSL 1167 ft
NW of Rwy 13 thld. No unauthorized 180° turns for acft 12500 Ibs on asph surfaces. No flight over main
terminal building is permitted. Rwy 13-31 is nighttime rwy. Read back of all rwy holding instructions is required.
Pilots comply with all hold short instructions particularly at Twy K and Rwy 20C apch; Twy L8 and Rwy 31 apch;
Twy L at Rwy 13 apch; and Twy H at Rwy 31 apch. C concourse taxilanes are, inner taxilane for outbound tfc and
outer taxilane for inbound tfc. Twy S between Twy S5 and S7 including Twy S6 clsd indef. Fence construction NE
ramp apron D concourse Igtd. Fee charged to Coml users only. All turbojet rwys have noise abatement
procedures. Military fighter/attack/trainer turbojets use Rwy 13-31 for arr and dep. Flight Notification Service
(ADCUS) avbl. NOTE: See Special Notices—Noise Abatement Procedures and Continuous Power Facilities.
WEATHER DATA SOURCES: ASOS (615) 360-6133. LLWAS. TDWR.
COMMUNICATIONS: D-ATIS 135.1  UNICOM 122.95
RCO 114.1T7 122.55 122.2 122.1R (NASHVILLE RADIO)
® APP CON 127.175 (019°-199°) 120.6 (200°-018°)
® DEP CON 119.35 (200°-018°) 118.4 (019°-199°)
TOWER 118.6  GND CON 121.9 CLNC DEL 126.05
AIRSPACE: CLASS C svc continuous ctc APP CON
RADIO AIDS TO NAVIGATION: NOTAM FILE BNA.
(H) VORTAC 114.1  BNA  Chan 88 N36°08.22' W86°41.09"  at fld. 570/02W.
VORTAC unusable:
062°-069° blo 6000"
DOBBS NDB (LOM) 304 BN  N36°01.86' W86°43.31"  024° 6 NM to fld.
OPERY NDB (MHW/LOM) 344 VI N36°12.24’ W86°39.17’  198° 4.9 NM to fld. LOM OTS indef.
ILS/DME 111.75 1-UQU Chan 54(Y) Rwy O2R. Class IlIE.  LOC unusable byd 20° right of centerline.
ILS/DME 109.9 I-BNA Chan 36 Rwy O2L. Class IIlE. LOM DOBBS NDB.
ILS/DME 109.35  |-SSX  Chan 30(Y)  Rwy 20L.
IS 110.75  I-EZN  Rwy 02C.
ILS 111.95 I-PNO Rwy 31. Class IB.
IS 111.3 I-VIY Rwy 20R. Class IB. LOM OPERY NDB. LOM OTS indef. LOC unusable byd 25° right of
course.

NEW TAZEWELL MUNI  (See TAZEWELL)

OBION N36°17.86' W88°59.69'  NOTAM FILE MKL. ST LOUIS
NDB (MHW/LOM) 212 UC  005° 5.1 NM to Everett-Stewart Rgnl. Unmonitored. L-16H
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